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GENERAL NOTES: 1l
1. THIS POND IS AN APPROVED BORROW AREA. ALL ‘
EROSION AND SEDIMENT CONTROL MEASURES MUST AN 1
BE INCORPORATED PRIOR TO BORROW EXCAVATION. LS i\
2. ONLY BORROW EXCAVATION SHALL LEAVE SITE. ALL jereaes
UNSUITABLE MATERIAL SHALL BE STOCK PILED AND 1=675.15107 ||

INLET FILTERS (TYP.)

RESPREAD AFTER BORROW EX COMPLETE.
3. VOLUME OF BORROW EXCAVATION FROM THIS POND U

PER GRADING PLAN IS 1,650 CU YD. UNDERCUT

MAY BE NECESSARY TO ACHIEVE THE VOLUME.

4. SEE SOIL BORINGS SHEET FOR DEPTH TO SUITABLE

MATERIAL.

% SEQUENCE;

OO0 WP

. STRIP AND STOCK PILE TOPSOIL.
. STOCKPILE UNSUITABLE IF ENCOUNTERED.
. REMOVE BORROW EXCAVATION.

. GRADE SITE PER PLAN WITH TOPSOIL
RESPREAD OVER SITE IN UNIFORM THICKNESS.

E. SEED AND SOD AS SHOWN ON PLAN.
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SIDE SLOPES TO RECEIVE 4"
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